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REGENAIR® Regenerative Blowers

Product Dimensions (in. mm)

R9 SERIES
MODEL R93150A
MAX. PRESSURE – 125" H20 (60 Hz), 125" H20 (50 Hz)
MAX. VACUUM – 115" H20 (60 Hz), 105" H20 (50 Hz)
MAX. AIR FLOW – 680 CFM (60 Hz), 585 CFM (50 Hz)

PRODUCT FEATURES

• Rugged construction, low maintenance
• Oilless operation
• UL and CSA approved TEFC motor with permanently

sealed ball bearings
• IP54 rated enclosure on motors
• Cast iron housing, cover and muffler enclosure.
   Cast aluminum impeller
• Inlet and outlet have internal muffling

RECOMMENDED ACCESSORIES

• Pressure gauge AE133
• Inlet filter AJ126M (pressure)
• Vacuum gauge AE134
• Vacuum gauge for monitoring inlet filter restriction AJ497
• Pressure/vacuum relief valve AG258F
• Silencer for vacuum relief valve AJ121G
• Inline filter AJ151M (vacuum)
• External muffler for additional silencing AJ121H
• Foam replacement kit K829

Note:  Unit must be mounted with shaft horizontal.
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Product Specifications

Product Performance
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